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Schmidlin Bathtub installation kit
ASSEMBLY 1

 

101196 brackets 109855 adj. legs
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Prepare installation area

2

3

Just for 60’’ bathtubs (alcove installation)

1610-0001 glazed titanium steel apron    109809 magnetic installation brackets

Adjust legs with water-level

4

Schmidlin Bathtub installation
(with or without optional magnetic apron)

Turn bathtub upside/dow
Install  4 legs
Make sure tub is lying flat to the ground

Install legs at 16 1/4 inch from 
bathtub rim (see picture)

optional installation partsparts of delivery

Schmidlin Bathtub installation
(with or without optional magnetic apron) 
parts of delivery

Prepare installation area

Adjust legs with water-level
Install legs at 16 1/4 inch from
bathtub rim (see picture)

Turn bathtub upside/down
Install 4 legs

optional installation parts

Just for 60″ bathtubs (alcove installation)

1610-001 gazed titanium steel apron

101196 brackets 109855 adj. legs

109809 magnetic installation brackets

Make sure tub is lying flat to the ground
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Schmidlin Bathtub installation kit
Assembly



2

01
/2

01
8 

   
   

   
   

   
  T

ec
hn

is
ch

e 
Ae

nd
er

un
ge

n 
vo

rb
eh

al
te

n

2

Schmidlin Bathtub installation kit
ASSEMBLY
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7

5 6

7 8

prepare outflow

Install tub in alcove
connect outflow 
and overflow drain 
to tub

Level tub in alcove
Use water-level to check position
Use wrench to level legs

When using the Schmidlin magnetic glazed
titaniumsteel apron the installation-height has to
be 16 1/4 inch from the floor to the lower edge of
the bathtub rim as shown in the picture on the right
hand side.

prepare outflow

Installation tub in alcove 
connect outflow
and overflow drain 
to tub

Level tub in alcove
Use water-level to check position
Use wrench to level legs

60″ alcove

When using the Schmidlin magnetic glazed titanium-
steel apron the installation-height has to be 16 1/4 inch 
from the floor to the lower edge of the bathtub rim as 
shown in the picture on the right hand side.
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Schmidlin Bathtub installation kit
Assembly
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Schmidlin Bathtub installation kit
ASSEMBLY
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Measure 1 1/2 inch from
vertical line (use water-
level to measure the
vertical line)

Mount on this line (blue) the 
magnetic installation brackets
on the floor
(use drill and appropriate 
screws)

9

11 12

10
Check

tub with apron is installed
seal tub using silicone (see step 14)

 

hook apron into rim-border of tub

clip apron on magnetic brackets

Install apron using
2 suction cups

Install brackets for
tile-flanges
(4 piece on 3 sides)

Steps 9 and 10 are only applicable when installing the tub
using the optional glazed titaniumsteel apron
Steps 9 and 10 are only applicable when installing the tub
using the optional glazed titaniumsteel apron

Measure 1 1/2 inch from 
vertical line (use water-level to 
measure the vertical line)

Mount on this line (vlue) the 
magnetic installation brack-
ets on the floor (use drill and 
appropriate screws)

Install apron using 2 
suction cups

hook apron into rim-border of tub

clip apron on magnetic brackets

Install brackets for tile-flanges
4 piece on 3 sides)

tub with apron is installed
seal tub using silicone (see step 14)

Schmidlin Bathtub installation kit
Assembly
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Wilhelm Schmidlin AG
Gotthardstrasse 51
CH-6414 Oberarth

Fon +41(0)41 859 00 60
Fax +41(0)41 859 00 79

info@schmidlin.ch
www.schmidlin.ch
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Wilhelm Schmidlin AG
Gotthardstrasse 51
CH-6414 Oberarth

Fon +41(0)41 859 00 60
Fax +41(0)41 859 00 79

info@schmidlin.ch
www.schmidlin.ch
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clean

Facing tape 

13

14 seal tub using siliconeclean all surfaces prior to sealing step

Optional facing tape 
protects  the boarder of the 
tub while tiles are installed 
on apron

Optional:
Schmidlin Facing tape

Optional facing tape
protects the boarder of the
tub while tiles are installed 
on apron

clean all surfaces prior to sealing step seal tub using silicone

clean

01
/2
01

8	
			
			
			
			
			
			
			
			
	S
ub

je
ct
	to

	c
ha
ng
es
.	P
ro
du

ct
s	
m
ay
	d
iff
er
	fr
om

	il
lu
st
ra
ts


