
SummitTM Technical Specification 
Paper Holder YB6309

Stock Numbers: Dimensions:

Cleaning Instructions:

YB6309CH – Paper Holder
Chrome Finish

YB6309BN – Paper Holder
Brushed Nickel Finish

YB6309BL – Paper Holder
Black

Installation Instructions:
1. Position the mounting template on the wall in the desired location.Using a level, align the 

template and tape it to the wall.
2. Remove the mounting post from the body by loosening the set screw.
3. Place mounting post on the template with notch facing down.
4. Mark the large hole locations of the mounting bracket.
5. Attach mounting bracket to the wall, using the wall anchors provided.
6. Mount base on the corresponding mounting bracket. Check and make surethat the base set 

screw hole(s) are facing down. Assemble a set screw tobase. Use the hex wrench included 
in hardware kit to tighten set screw andsecure the assembly to the mounting bracket(s).

7. Tighten all screws. Do not over tighten.
8. Place post over the mounting plate (set screw down). Tighten set screw.

To preserve the fine finish of this product, clean only with a soft damp cloth. 
Dry well. Do not use commercial or abrasive cleaners.

Materials:
Paper Holder is constructed of zinc 

Stock Number: _______________________ Paper Holder
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1-1/2”
39 mm                                    

6-5/8”
169 mm

3-1/4”
82 mm

Ø 1-1/2”
38 mm                                    


